














ANSI Class 600

Check Valves a3 g== 233

Model 2601 Model 360 Model 360
% thru 277 % thru 277 3 thru 677*

(Investment Cast Body) (Investment Cast Body) (Sand Cast Body)

Sein) | % | % | 1 |14 ] 2 Sielin) | % | % |1 | V% | 2 3 |4 |6
A 3| 3K | 3%| 6 | 7 A 6% | 7% | 8% | 9% | nk | w |17 | n
B 3| 3K | 3%| 7 | 7 B 3% | 3K | 3% | 6% | 7 8% | 104 | 12%
Weight(bs) | 12 | 12 | 14 | 29 | 3 C 3% | 4% | 4% | 6% | 6% | 8% | 0% | 1
Socketweld=2601-X; Screwed End=2601-SE Weight (Ibs.) | 16 19 2 50 70 135 | 255 | 530
Raised Face Flange=360-RF; Flat Faced Flange=360-FF; Ring Type Joint Flange=360-RTJ;
Buttweld=360-BW
Features: Specifications: Options:
® Swing type check ® Sizes / thru 6" e Exoticalloys e Lift check
e Bolted cover @ Integral seat ® Pressures: ANSI Class 600 ® Renewable disc ® Hardfacing
o TFEgasket ~ ® SS bolfing ® Ends: flanged, threaded, socketweld ® Jackets * Special bolfing
and butiweld ® Special NDT test @ Alloy analyzer test
* Materials: cast SS and exoic alloy
e Design: ANSI B16.34 & B16.10 *For larger sizes, consult factory.
**P.0.A.—consult factory.
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Lift Checks

ANSI Class 150

Models
LC 2001

Size(in.) 1% 2
A 3?{‘ 3»." 4»{. 5% 5%
B In | I 3% | A% 5%
Weight (lbs.) | 5 5 7 12 17

Socketweld=2001-X; Screwed End=2001-SE

LC 315

ANSI Class 300

Models
LC 2301

ANSI Class 600

Models
LC 2601

Size(in.) 1% | 2 Size(in.) 1% 2
A 3/& 344‘ 444. 5% 5% A 35&3 3;‘.'. 4% | 94 1%
B I | 3K I | 4% 5% B Iu | IN I |7 7
Weight (Ibs.) | 8 12 15 25 38 Weight (lbs.) | 10 14 17 pi] 39

Socketweld=2301-X; Screwed End=2301-SE

LC 330

Socketweld=2601-X; Screwed End=2601-SE

LC 360

Raised Face Flanged=315-RF; Flat Faced Flanged=315-FF; Ring
Type Joint Flanged=315-RTJ; Buttweld=315-BW

® Inconel X-750 spring
® Bolted cover  ® Integral seat
® Teflon gasket @ SS bolfing

Specifications:

® Sizes 4 thru 2"

® Pressures: ANSI Class 150-600.

* Ends: flanged, threaded, socketweld
and buttweld

* Materials: cast SS and exotic alloy

® Design: ANSI B16.34 and B16.10

Options:

* Exoficallys  ® Renewable disc

o Hordfacing @ Juckets

* Special NDT test ® Alloy analyzer test
* Special bolting

Cooper liff checks are supplied with a Inconel X-750 spring for

extro strength and corrosion resistance. Cooper it checks

have a low differential pressure seal with a cracking pressure
of 510 10 PSI. They can be supplied with a renewable disc with
Teflon insert good for -100°F or KEL-F insert good for -325°F.

COOPER

Size(in.) 1 1% | 2 Size(in.) 1 1% 2 Size(in.) 1 1% 2
A -M 4% 5 b4 A 6 7 8 9 10 4 A b H 8% | 9% 1%
B I | 3N 3| 4% | 5Hu B I | 3% 3 4% | SU B 3In | 3K I | 6% 1
C % | 3% 4 5 b C 3% | 4% 4% | b4 LES C 3% | 4% 4% | b4 b4
Weight (Ibs.) | 6 7 n 15 23 Weight (lbs.) | 13 | 17 25 | 3 54 Weight (Ibs.) | 14 16 2% | 60 95

Roised Face Flanged=330-RF; Flat Faced Flanged=330-FF; Ring
Type Joint Flanged=330-RTJ; Buttweld=330-BW

amn

Raised Face Flanged=360-RF; Flat Faced Flanged=360-FF; Ring
Type Joint Flanged=360-RTJ; Buttweld=360-BW
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